
 
July 29, 2003 

 
 
 
 
TO:  Internal File 
 
THRU: Stephen J. Demczak, Sr. Reclamation Specialist/Engineering, Team Lead 
 
FROM: Steve Fluke, Reclamation Hydrogeologist 
 
RE:  Gilson Well As-Built Drawings, Canyon Fuel Company, LLC., Dugout Mine, 

C/007/039-03C, Task ID #99 
 
 
SUMMARY: 
 

This Technical Memo is an evaluation of the latest submittal received by the Division on 
June 17, 2003.  There are no deficiencies. 
 
 
TECHNICAL ANAYLSIS: 
 
 
OPERATION PLAN 
 
MAPS, PLANS, AND CROSS SECTIONS OF MINING OPERATIONS 
 
Regulatory Reference: 30 CFR Sec. 784.23; R645-301-512, -301-521, -301-542, -301-632, -301-731, -302-323. 
 
Analysis: 
 

Affected area maps 
 
 Figure 7-9-3 has been added as an as-built drawing of the new well location.  The 
drawing has minor variations from the previously submitted drawing of the proposed stream 
alteration northeast of the well (Figure 7-9-1).  These variations include the addition of a 
structure to the northeast of the well, the addition of jersey barriers along the inside of the 
hilfiker wall, and magazines located at the north end of the enclosed area.  Also, the as-built

nrogmuser
 MAPS, PLANS, AND CROSS SECTIONS OF MINING OPERATIONSMinimum Regulatory Requirements:Each application shall contain maps, plans, and cross sections which show the mining activities to be conducted, the lands to be affected throughout the operation, and any change in a facility or feature to be caused by the proposed operations, if the facility or feature was shown and described as an existing structure.The following shall be shown for the proposed permit area:Affected area mapsThe boundaries of all areas proposed to be affected over the estimated total life of all mining activities and reclamation activities, with a description of size, sequence, and timing of phased reclamation activities and treatments.  All maps and cross sections used for mining design and mining operations shall clearly show the affected and permit area boundaries in reference to the reclamation work being accomplished.Mining facilities maps Location of each facility used in conjunction with mining operations.  Such structures and facilities shall include, but not be limited to: buildings, utility corridors, roads, and facilities to be used in mining and reclamation operations or by others within the permit area; each coal storage, cleaning, and loading area; each topsoil, spoil, coal preparation waste, underground development waste, and noncoal waste storage area; each water diversion, collection, conveyance, treatment, storage and discharge facility; each source of waste and each waste disposal facility relating to coal processing or pollution control; each facility to be used to protect and enhance fish and wildlife related environmental values; each explosives storage and handling facility; location of each sedimentation pond, permanent water impoundment, coal processing waste bank, and coal processing water dam and embankment, and disposal areas for underground development waste and excess spoil; and, each plan or profile, at cross sections specified by the Division, of the anticipated surface configuration to be achieved for the affected areas during mining operations.Mine workings mapsLocation and extent of known workings of proposed, active, inactive, or abandoned underground mines, including mine openings to the surface within the proposed permit and adjacent areas.  Location and extent of existing or previously surface-mined areas within the proposed permit area.Monitoring and sampling location mapsElevations and locations of test borings and core samplings.  Elevations and locations of monitoring stations used to gather data on water quality and quantity, subsidence, fish and wildlife, and air quality, as required during mining operations.Certification RequirementsCross sections, maps, and plans required to show the design, location, elevation, or horizontal or vertical extent of the land surface or of a structure or facility used to conduct mining and reclamation operations shall be prepared by, or under the direction of, and certified by a qualified, registered, professional engineer, a professional geologist, or in any State which authorizes land surveyors to prepare and certify such cross sections, maps, and plans, a qualified, registered, professional land surveyor, with assistance from experts in related fields such as landscape architecture.Each detailed design plan for an impounding structure that meets or exceeds the size or other criteria of the Mine Safety and Health Administration, 30 CFR Section 77.216(a) shall: be prepared by, or under the direction of, and certified by a qualified registered professional engineer with assistance from experts in related fields such as geology, land surveying, and landscape architecture; include any geotechnical investigation, design, and construction requirements for the structure; describe the operation and maintenance requirements for each structure; and, describe the timetable and plans to remove each structure, if appropriate.Each detailed design plan for an impounding structure that does not meet the size or other criteria of 30 CFR Section 77.216(a) shall: be prepared by, or under the direction of, and certified by a qualified, registered, professional engineer, or in any State which authorizes land surveyors to prepare and certify such plans, a qualified, registered, professional land surveyor, except that all coal processing waste dams and embankments shall be certified by a qualified, registered, professional engineer; include any design and construction requirements for the structure, including any required geotechnical information; describe the operation and maintenance requirements for each structure; and, describe the timetable and plans to remove each structure, if appropriate.RECLAMATION PLAN
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disturbed area boundary encompasses less of the stream area to the southeast of the well.  These 
variations are not considered significant and will not likely affect reclamation in the area.  
 

The drawing is stamped by a state of Utah licensed professional engineer. 
 
Findings: 
 

The application meets minimum requirements. 
 
 
RECOMMENDATION: 
 
 The proposed amendment can be approved in its present form. 
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